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CABINET MOUNT FLOWMETER SYSTEMS

COMPONENT DIAGRAM AND INSTALLATION INSTRUCTIONS
MODELS: 2050W, 2055W, 2060W, 2065W, 2070W and 3065W (65% Max N,O Concentration)
Special Cabinet Mount: 2066W and 3066W (50% Max N,O Concentration)

A WARNINGS AND PRECAUTIONS

These warnings and precautions are to help you to understand how to safely install and function test the Cabinet
Mount Flowmeter System. A WARNING alerts you to a possible hazard to people. A CAUTION alerts you to the

possibility of equipment damage.

WARNING: Porter Instrument flowmeter systems
utilize the cross+protection system. The copper
tubing is diameter indexed; 3/8” O.D. for Nitrous
Oxide and 1/2° 0O.D. for Oxygen. The
cross+protection system is designed to prevent
misconnection of Oxygen and Nitrous Oxide piping.
DO NOT ATTEMPT TO CHANGE THE
DIAMETERS! Tampering with the cross+protection
system constitutes acceptance of liability by the
installer. For your own protection, as well as that of
the Doctor and the patients, use 3/8” O.D. tubing for
all Nitrous Oxide lines and 1/2" O.D. tubing for all
Oxygen lines. )

To assure safe operation and conformation to local
fire codes, all Porter Instrument flowmeter systems
are designed to be used with sedation delivery
systems mounted inside walls and they meet or
exceed the guidelines established by the National
Fire Protection Association for Nonflammable
Medical Gas Systems, NFPA 99. Copies of NFPA 99
or portions thereof may be obtained by writing to:
National Fire Protection Association, Batterymarch
Park, Quincy, MA 02269-9904; or call 1-800-344-
3555

WARNING: Dental workers are exposed to N,O
during administration of N,O/O, conscious sedation
analgesia. NIOSH has recommended that exposures
should be minimized. Contact NIOSH (1-800-35-
NIOSH) to receive NIOSH Publications on Control of
Nitrous Oxide in Dental Operatories. Exposure can
be minimized by effective controls. National Institute
for Occupational Safety and Health (NIOSH)
publications state that controls, including System

Maintenance, Ventilation and Work Practices can
effectively reduce N>O concentrations in dental
operations. Your Porter Scavenger System is an
important part of the system of controls.

ADA GUIDELINES

In addition to the failsafe and other safety features
found on most sedation machines, effective August
1976, the following specifications were added to
those required for acceptance by the ADA Council on
Dental Materials and Devices:

1. Emergency Air Valve
2. Rebreathing Check Valve
3. Resuscitator Quick Connect

In addition, the ADA Council requires that:

1. The gas storage and delivery system meet the
recommendations for the National Fire
Protection Association. (See NFPA Code.)

2. The system be installed by a competent
supplier of gases and equipment.

Caution: Do not attempt to repair, alter or calibrate
this device. Unauthorized repair, alteration or misuse
of this device is likely to adversely affect the
performance and void the warranty.

Caution: When installing or if switching gas fittings
is required, be sure to use two wrenches when
tightening or removing hoses from the gas
fittings. Instructions for switching gas fittings are
detailed on page 3, Step 11.
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